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1.Install the lock mortice
The Bardon supports two di erent lock installations. It is recommended to fit the  
Bardon with the ANSI mortice lock below otherwise you lose the mechanical key  
override. Ensure that the mortice faceplate is flush with the door.

Please check if the handle matches the handing of your door. If it does not match, 
you need to reverse the direction of the levers for both exterior and interior locks.

   H. Reversing screw

   H. 

2.Reverse the direction of the lock handle (when needed) 

Remove the screw C Loosen  the screw D Fasten the screw C and D

Remove  the battery cover Remove the screw C Rotate the handle up 180° Fasten the screw C

Reverse the direction of the interior lock handle
Remove the battery cover, remove the screw C with a Phillips screwdriver.
rotate the handle 180°, then fasten the screw C.

 C  C  C

Reverse the direction of the Exterior lock handle
First remove screw C with a Phillips screwdriver. Then use a Hex Wrench to loosen 
screw D which is located down the spindle hole as shown. Rotate the lever 180°  and re-
fasten screw C and D.

 C

Rotate the handle up 180°

3. Dismantle the mounting plate from the interior lock assembly as below 

6. Tubular latch and ANSI mortice Installation                                     

If the handle points to left as below,  
rotate the letter A to point to the  
upper triangle icon

 C
 C

 D

4. Install the turn snib spindle as below 

5. Tighten 2 screw studs on the exterior lock metal plate

Exterior lock assembly

First install the spindle into the  
turn snib, then fasten the screw 
with a recessed screwdriver.

If the handle points to right as below, 
rotate the letter A to face down, which  
point to the bottom triangle icon

Unscrew       

Unscrew       

Interior lock assembly       Mounting plate (With rubber)      

DOWNLOAD & INSTALL

The red marking must 
face upward and outward.

ANSI mortice                                          S trike plate         Tubular lock 

9. Install exterior lock assembly

8. Choose the spindle

   

A. Slide the exterior spindle through the hub of the latch or mortice lock .
B. Feed the connecting cable through the top hole while placing the exterior lock 
     assembly on the door. Ensure that the spindle sits within the lock hub .
C. Position the inside mounting plate on the door and feed the connecting cable 
     through the top hole.
D. Use the two main fixing screws to attach the exterior lock assembly to the 
     interior mounting plate but do not fully tighten.

Door sensor connector 

Euro mortice
Tubular latch

ANSI mortice

Spindle size

Spindle size

8*8*70

8*8*24

8*8*100

8*8*30

8*8*110

8*8*40
8*8*50
8*8*40
8*8*55

Door thickness

Door thickness

35-65

35-50

66-95

42-64

76-100

62-84
82-100
35-75
65-100

Exterior lock

Interior lock

7. Install door sensor
A. Install the door sensor into the door and feed the cable through the hole.
B. Connect the door sensor cable to the exterior lock assembly.

10. Install interior lock assembly
A. Slide the interior spindle through the hub of 
     the latch or mortice lock.
B. Connect the cable to interior lock assembly.
C. Place the interior lock assembly on the mounting
     plate ensuring not to pinch the connecting cable
     and tighten the 4 lock case screws.
D. Test the handle and mechanical key override.
E. Insert the rubber plugs into the bottom screw holes.
F. If you have a power bank, please connect to the 
    bottom USB port on the exterior lock.
G. Insert 4 x AA Alkaline batteries.

E. Align the mounting plate with the door edge ensuring the spindle is in the 
     middle of the round hole in the mounting plate.
F. Place the interior lock assembly on the door and check that both levers operate 
    smoothly.
G. Remove the interior lock assembly and tighten the two fixing screws.




