
FLAT SPINDLE HUB



REFERENCE LINE REFERENCE LINE

APPLY PAINTERS TAPE

MARK A REFERENCE
LINE ACROSS THE
GATE AND POST

THIS LINE WILL BE THE
TOP OF THE LATCH
FACEPLATE

REFERENCE LINE
REFERENCE LINE

REFER TO TML25
TEMPLATE

MARK OUT AND
DRILL 3MM PILOT
HOLES ON THE
POST WHERE THE
LATCH WILL BE
INSTALLED
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TO SUIT FASTENERS

TO SUIT FASTENERS
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TURN & REMOVE FLAT
SPINDLE HUB FROM
LATCH BODY

INSTALL LATCH BODY

INSTALL EURO
CYLINDER WITH 5MM
SCREW. DO NOT
OVERTIGHTEN.

THE OFFSET CAM
MUST BE TOWARDS
THE FACEPLATE TO
ALLOW KEY TO BE
REMOVED

STEP 1 STEP 2

STEP 3 STEP 4
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REFERENCE LINE

INSTALL
ESCUTCHEONS

REFERENCE LINE

MARK A HORIZONTAL LINE 34
MM DOWN FROM THE
REFERENCE LINE

THIS IS THE LATCH PIN
HORIZONTAL CENTRELINE

CLOSE THE GATE TO WORK
OUT THE EXACT CENTRE
LOCATION FOR THE MAGNETIC
STRIKE PLATE

TO SUIT FASTENERS

TO SUIT FASTENERS

25

CLEAR AWAY ALL METAL
SHAVINGS BEFORE
INSTALLING THE
MAGNETIC STRIKE PLATE

STEP 5

STEP 8STEP 7

STEP 6
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