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DUKE
DOOR HANDLE
I N T E G R A T E D
P R I V A C Y  S E T

Drawing and
Measurement

Our Zanda Lever On Rose Door Handle in Duke style provides an elegant look to your 
home. With its wide variety of styles, sizes, and finishes, this door handle is sure to 
suit your design needs. Quality craftsmanship ensures it will last for years to come.

 Note: Measurements are in mm

• 15 year Warranty.

• Integrated Privacy Set includes 1131 latch

• 60mm Backset.

• 54mm screw on rose- concealed fixing.

• Through door bolts for secure fitting- won’t twist out of square.

• Designer Brushed Nickel finish.

Finishes:
Brushed Nickel, Graphite Nickel, Satin Brass, Matt Black, White
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Measure the thickness and mark 
the centre at the desired height for 
the latch.

Drill a 25mm(1”) diameter hole 
through the door edge to a depth 
of atleast 90mm. Ensure this hole is 
square to the door.

Mark the face of the door each side 
for drilling a 48mm diameter hole. 
The center of the 48mm hole will 
need to be 60mm from the door 
edge (backset). We recommend 
using a 48mm hole saw. For clean 
cutouts, drill from both sides, 
meeting in the middle of the door.
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To change the handing of 
the latch, remove the outer 
faceplate, pull and rotate the 
latch tongue 180 degrees.

Insert the latch, scribe 
around the faceplate, 
remove, then chisel of the 
recess to enable the latch 
faceplate to sit flush with the 
door edge.

Remove any loose saw dust 
and insert the latch, attach 
the faceplate and secure 
with the wood screws 
provided.
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Remove the o-ring from the 
spindle, insert the spindle 
into the latch so an even 
amount protrudes on each 
side of the door and slide the 
o-ring back onto the spindle.

Insert handle ‘A’ with rapid-
FIT attached onto the 
spindle in the 48mm hole 
and press against the door.
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Insert handle ‘B’ over the 
spindle. Ensure the 
handles are straight 
before securing through 
the fixing screws.

Press the rose covers onto 
the handles and ensure 
the integrated privacy pin 
holes are lined up. Tight-
en the grubscrews on the 
side of the levers onto the 
spindle for each side of 
the door. Tighten the 
grubscrews on the side of 
the rose covers onto the 
roses.
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The grubscrews may need a re-tighten after a bedding period. We 
recommend medium strength thread-lock to bed used.

Note: 

Striker with
dustbox

Latch

Press on rose

rapidFIT
Privacy pin

Lever

Backset
length

60mm

Grubscrew

Split spindle

Close door against the frame and 
mark the latch position for fitting of 
the striker.

Router or chisel so the striker fits 
flush, allowing for the plastic dust-
box behind the striker.

Secure the striker with the wood 
screws provided.

Adjust the antirattle tab on the 
inside of the striker if necessary to 
ensure a firm close of the door.
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